
5'-6'

Maximum 4' awning

Ground Rod
furnished

by Member.

METER SOCKET  (Ringless Preferred)

1.  Threaded Hub On Top
2.  Locknut and Bushing inside Meter Socket on Metal nipple.
3.  Metal Nipple with Locknut under Meter Socket
4.  Mount Socket 5 to 6 Ft. fom Ground Level

WEATHER-PROOF MAIN DISCONNECT

1.  Mounted directly under Meter Socket with hub on top.
2.  SINGLE MAIN BREAKER or 6 HANDLE MAIN as defined in NEC.

#6 CU Grounding
Conductor

furnished by Member.

Metal Threaded
2" Conduit -

Rigid

Drip Loop
Minimium 11'

from ground level

Notes:

1.  Members are responsible for supplying and installing entire assembled
     meter loop. Fayette Electric is to be notified when loop is ready for inspection
2.  Meter Loop must pass inspection before service is connected.

WIRE SIZE
#6 CU
#4 CU
#2 CU

#1/0 CU
#2/0 CU

Call office

BREAKER SIZE
60 Amp

100 Amp
125 Amp
150 Amp
200 Amp

Over 200 Amp

Clearance from ground to service shall be 16 ft

If area is restricted to pedestrian traffic only,

Clearance shall be a minimium of 12 ft.

Conductor Tails
Minimium 3' Long
Neutral Conductor

Should be Identified

Weatherhead

18" Minimum for Clearance
36" Maximum for Loading

Not More than 6 ft of conductors
shall passover 4 ft of roof

surface, measured horizontally.

Minimum
3:1 Slope

CONDUIT SIZE
2 inch
2 inch
2 inch
2 inch
2 inch

Call office

200 Amp
Panel

with main

Two Conduit
Straps Required

3' minimum
Clearance from

Windows

*ALL work Shall be installed
in a neat and workman-like
manner per NEC 110.12

FEC has the authority of
interpretation of "neat and
workman-like manner" based on
our experiences or precedents
as the basis of our judgements.

Members May use One Size Down For Neutral Wire.

FAYETTE ELECTRIC COOPERATIVE, INC.
Your Touchstone Energy  Cooperative®

Single Phase - 200 Amp Meter
on Building - Mast Type

(979) 968-3181   1-866-968-3181Phone MS-31
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